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SPECIFICATION DATA
SHEET

DATE: 7-22-13
PREPARED BY: RL

MODEL NO. 8424
SPIRAL ROUND TEE

STANDARD MODEL

DIMENSIONS
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11" 712" 312"
12" g 1/2" 31/2"
13" 912" 31/2"
14" 10 172" 31/2"
13" 10" 3"

15" 11 1/2" 3 1/2"
16" 12 1/2" 3 1/2"
13" 912" 312"
17" 13 1/2" 31/2"
19" 151/2" 3 1/2"
21" A7 1/2" 312"
19" 15 1/2" 3 1/2"
23" 191/2" 312"
25" 21 1/2" 31/2"
27" 231/2" 31/2"
29" 251/2" 3 1/2"
31" 27 1/2" 31/2"
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MATERIAL SPECIFICATIONS

PER ASTM A 653 CSB.

APPLICATION.

3"-16" = 26 or 24 GAUGE
18" AND UP = 24 GAUGE
OTHER GAUGES AVAILABLE.

HOT DIPPED GALVANIZED STEEL.

CONSULT SMACNA DUCT CONSTRUCTION
MANUAL FOR CORRECT GAUGE FOR YOUR

ASSEMBLED WITH 1/8" ZINC COATED RIVETS.
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OPTIONS

JOB:

LOCATION:

CONTRACTOR:

ENGINEER:

NOTES:




