
SPECIFICATIONS

HP500 Size (L x W x H) 13” x 17” x 22”
Performance 230/300 CFM
HEPA filter size (L x W x H) 12’x 16” x  2.5” 
HEPA  filter type Micro-glass
HEPA  filter Life 2 years
Pre/carbon filter size (L x W x H) 12” x 16” x  2”
Pre/carbon filter type Paper & media pad
Pre/carbon filter life 6 months
Voltage 120 VAC @ 60 Hz
Amperage 1.5 A          
Power consumption 112 W Low  140 W High 
Certification CCSAUS

•  Ducting flairsTM for easy install.

•  2-speed backward curve motorized impeller.

•  Insulated cabinet for quiet operation.

•  H.E.P.A. Filter lasts up to two years with normal use.

•  Carbon and pre-filter only need replacing every 6 months.

•  Collar mounting kit available.

•  7-Year limited warranty.

HP500
WHOLE HOUSE TRUE H.E.P.A. AIR CLEANER

Controls smoke, pollen, dust, 
dust mite dander and other

organic and inorganic particulates.

ACCESSORIES FOR HP500

#CMK500
Collar mount adapter kit.
For remote mounting using 8 inch duct.  

#ARK564
Annual pre-filter replacement kit.
Contains two pre/carbon combination filters. 
A one year supply under normal conditions.

#RHF562
Replacement H.E.P.A. filter.
Lasts up to two years under
normal conditions.

#FCS003
Current sensing switch.
Use to interlock UV and HEPA units with the 
blower motor in an air handler or furnace.

#HP500 300 CFM duct mount H.E.P.A. air cleaner.

HP500 
Shown installed 
on a furnace.

HP500 must 
operate on
return air.


